10K 515 - WOOFER

» Chassis: Alu cast. 2600mm x 260mm x 98mm (depth).
» Magnet weight: 890g.
» Magnet dimensions: 120 mm diam. x 34 mm.

» Voice coil : Kapton® former, 40 mm diam. x 16,6 mm high.
Edgewound copper flat wire.

» Emissive surface : Polykevlar K2 sandwich cone,
straight profile.

» Suspension : Large and compliant Neoprene positive half roll.

» Comment: Long coiland K2 cone allow 10K 515 to deliver
powerful low frequencies. High value for minimum
impedance (can be easily wired in parallel).

Very high power and high impact.

Specifications Parameter|  Value  Units
Rated power handling Fs | 3146 Hz
Nominal/Progtam (W) 175/200 Vas 1451 m3
Voice coil Qts 35
Diameter/Length (mm) 40/16.6 Qes 367
Nom./Miniimpedance (Q) | 10/8.5 Qms 773
DC resistance (Q) 78 Rce 78 Q
Inductance (mH) 1.10 D 214 m
Former Kapton® Sd 036 m? R— i —
Layers 1 Cas [1.033E-06 | mS/N On axis and 30° off axis frequency response
Wire Copper Mas 24.76 kg/mé - - k
Cone PO[ykevlar Ras 633.27 Q.ac FOCAL 10 K 515 AMPL (dBr) vs FREQ(Hz)
Surround Rubber || Cms | 0007988 | m/N 120.99 e
Magnet Mms 032 kg 110.00
Diameter (mm) 120 Rms 82 kg/s a\
Weight (g) 876 Ces | 23773 uF $00:00 /
Flux density = B (T) 1.43 Les | 107.64 mH 90.000 o e G H /\\”
Gap height (mm) 6 Res | 164.48 Q A \
Sensitivity Bl | 1161 N/A I “\'
2.8V/1m (dB) 92 r 36236 | ms-2A-1 70.000
Net weight (kg) 3000 N | 119 % . ] ‘Q/ \
Xmax (mm) 53 No 9275  [dB/AW/1m ’ \V;
50.000 >
Vented cabinet: Vb (1) 40.000
Align. Rg:0Q 04Q 060 080 1Q 30.000
4 71.25 78.38 82.06 85.81 89.64
5.7 10153 | 111.69 | 116.93 | 122.28 | 127.74 20-00020 o - % 2ei
8 142.50 156.76 164.11 171.62 179.28
Vented cabinet: F-3 (Hz) Impedance magnitude and phase versus frequency
Align. Rg:0Q 040 060 080 10 '
4 44.90 42.81 41.83 40.91 40.03 FOCAL 10 K 515 AMPL(U) & PHASE(deg) us FREQ(Hz)
5.7 37.61 35.86 35.05 34.27 33.53 3 ya 90.00
8 31.75 30.27 29.58 28.93 28.30 P
'\/\ H67.50
Vented cabinet: Fb (Hz) i
Rg: 00 040 | 060 | 080 10 JHt 45.00
Fb 35.02 33.39 32.63 31.91 31.22 /! ff A
/1l |41 H22.50
Sealed cabinet: Vb (I) N X =
Damping Rg:0Q -04Q | 06Q 08Q Qe Hoe.o
5 | 13988 | 17045 | 188.86 | 210.02 | 234.54 ML \\ Jiee
577 | 8475 | 9902 | 107.10 | 11591 | 12556 o H-22.5
707 47.23 53.71 57.23 60.95 64.88 7 ~
N -45.0
Sealed cabinet: F-3 (Hz) T
Damping | Rg:0Q 040 | 060 080 10 ~ —67.5
5 69.76 66.51 65.00 63.56 62.19
577 65.96 62.89 61.46 60.10 58.80 10m -90.0
707 63.49 60.54 59.16 57.85 56.60 20 100 1k 10k 20k
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