10V 01 - WOOFER

» Chassis: Alu cast. 260 mm x 260 mm x 98 mm (depth).
» Magnet weight: 890g.
» Magnet dimensions: 120 mm diam. x 34 mm.

» Voice coil: Kapton® former, 40 mm diam. x 13.8mm high.
Edgewound copper flat wire.
» Emissive surface: Polyglass cone, semi exponential profile.
» Suspension : Large PVC negative half roll.
» Comment: Very high sensitivity (93.5dB/W/m).
Ideal as mid-bass in efficient high power 3-way or as

woofer in bass-reflex enclosure (— 3dB @ 44Hz in 75 L.).
Excellent transients.

Specifications |Parameter Value Units
Rated power handling Fs 31.71 Hz
Nominal/Program (W) 100/150 Vas 1577 m3
Voice coil Qts 285
Diameter/Length (mm) 40/13.8 Qes 321
Nom./Miniimpedance (Q) | 8/6.9 Qms 2.506
DC resistance (Q) 6 Ree 6 Q
Inductance (mH) 062 D 21 m
Former Kapton® Sd 035 m2 .
Layers 1 Cas [1.123E-06 | mS/N On axis and 30° off axis frequency response
Wire Copper || Mas | 2243 kg/m¢ o
Cone Polyglass Ras 1783.4 Q.ac FOCAL 10 V 01 AMPL(dBr) us FREQ(Hz)
Surround Rubber || Cms | .0009185 m/N 120.00 Ao
Magnet Mms 0274 kg 116.00
Diameter (mm) 120 Rms 218 kg/s
Weight (g) 876 Ces ! 26851 WF 100.90 /
Flux density = B (T) 1.43 Les 93.82 mH 90.0600 S LN s 4
. : L N/
Gap height (mm) 6 Res 46.84 Q L~ ~t] &\ A
Sensitivity Bl | 1011 N/A 80.000 =~ N
28V/1m (dB) % ro| 385 |ms2A-'| |70.000 N=AVA
Net weight (kg) 3000 N 1.51 % M A
Xmax (mm) 39 No | 9379 |dBAw/im| [6°-9%°
50.000 .
Vented cabinet: Vb (1) 40.000
Align. Rg: 0Q 04Q 06Q 08Q 1Q 30.000
4 51.08 57.24 60.42 63.66 66.96
5.7 72.78 81.57 86.10 90.72 95.42 20.000
8 10215 | 11449 | 12084 | 127.32 | 133.92 29 160 1k 19k 20k
Vented cabinet: F-3 (Hz) ; Impedance magnitude and phase versus frequency
Align. Rg:0Q 040 060 080 10
4 55.72 52.63 51.23 49.91 48.66 FOCAL 10 U 01 AMPL(U) & PHASE(deg) us FREQ(Hz)
5.7 46.68 44.09 42.92 41.81 40.77 3 90.00
8 39.40 37.22 36.22 35.29 34.41 “Ap
He?.50
Vented cabinet: Fb (Hz) N
Rg: 0Q 040 060 080 10 7 45.00
Fb 43.46 41.05 39.96 38.93 37.96
A / 22.50
Sealed cabinet: Vb (l) 71] T
Damping Rg: 0Q 04Q 0.6Q 08Q 10 A Ho.o
5 7554 | 89.86 | 97.95 | 10676 | 116.37 / Y e
577 50.68 59.09 63.70 68.60 73.82 o - H-22.5
.707 30.48 34.98 37.38 39.90 42.52 ~ A
NN H-45.0
Sealed cabinet: F-3 (Hz) I
Damping Rg: 0Q 04Q 0.6Q 08Q 1Q —-67.5
5 86.58 81.78 79.60 77.55 75.61
577 8186 | 77.32 | 7526 | 7332 | 71.49 10m 55 0
.707 78.80 74.43 72.45 70.58 68.82 20 100 1k 16k 20k
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