9K413S - MIDRANGE

» Chassis: Alu cast. 136 mm x 136mm x 72mm (depth).
» Magnet weight: 560 g.
» Magnet dimensions: 102 mm diam. x 30 mm.

» Voice coil : Kapton® former, 40 mm diam.,
edge wound flat alu wire.

» Emissive surface: Polykevlar K2 sandwich cone,
semi exponential profile, with coaxial phase plug.
Latex coating back of the cone.

» Suspension : Neoprene, large half roll positive surround.
» Comment: High power, high resolution midrange.

Can be used from 150 Hz.
Specifications | |parameter|  value  Units
Rated power handling Fs 74.98 Hz
Nominal/Program (W) 70/150 Vas |8.500001E-03 m3
Voice coil  * Qts 312
Diameter/Length (mm) 40/6.5 Qes 354
Nom./Miniimpedance (Q) 8/6.8 Qms 2611
DC resistance (Q) 57 Rcc 57 Q
Inductance (mH) 03 D 105 m
Former Kapton® Sd .0087 m?2 B . . .
Layers 1 Cas | 6.1E-08 mé/N On axis and 30° off axis frequency response
Wire Aluminium || Mas 7414 kg/mé ]
Cone Po]ykev[ar Ras 13379.5 Q.ac FOCAL S K 413 S AMPL (dBr) us FREQ(Hz)
Surround Rubber || Cms | 0008104 | m/N 126.60 Ao
Magnet Mms .0056 kg 110.00
Diameter (mm) 100 Rms 1 kg/s
Weight (g) 552 Ces | 131.88 uF 10900
Flux density = B (T) 1.06 Les 34.16 mH 90.000 N - 1|
Gap height (mm) 6 Res | 4202 Q 1) TN A
Sensitivity Bl 6.49 N/A 00,009 = v
28V/1m (dB) of ro| 16798 | ms-2A-1 o \SVAN
X . 3 70.000
Net weight (kg) 2.050 N 98 % 60.000 /
Xmax (mm) 1.23 No 91.91  [dB/1W/1m
50.000
Vented cabinet: Vb (I) 40000
Align. Rg:0Q 020Q 04Q 060 08Q 30.000
4 3.30 3.51 3.72 3.94 4.16
5.7 4.7 5.00 5.30 5.61 5.92 Z°-°°°20 100 . Pt
8 6.61 7.02 7.44 7.87 8.31
Vented cabinet: F-3 (Hz) . Impedance magnitude and phase versus frequency
Align. Rg:0Q 020Q 04Q 06Q 080
4 12026 | 116.67 | 113.32 110.18 107.23 FOCAL 5 K 413 S AMPL(U) & PHASE(deg) us FREQ(Hz)
57 100.74 97.74 94.93 92.30 89.83 3 ——T1%-%0
8 8504 | 8250 | 80.13 | 77.91 75.82 ad
M67.50
Vented cabinet: Fb (Hz) 1
Rg: 0Q 02Q 04Q 06Q 080 45.00
Fb 93.80 91.00 88.39 85.94 83.64 L
H22.50
Sealed cabinet: Vb (l)
Damping Rg:0Q 02Q 040 06Q 08Q Y ’ /,V’ He.e
5 5.41 598 6.62 7.33 8.13 P \ N e
577 3.50 3.82 4.16 453 4.93 0.1 U _22.5
707_| 205 | 221 238 | 256 | 275 ] s
- H-45.0
Sealed cabinet: F-3 (Hz)
Damping Rg:0Q 020 04Q 060 08Q ) —67.5
5 186.86 | 181.28 | 176.07 | 171.19 | 166.61
577 17668 | 171.40 | 166.48 | 161.86 | 157.53 26m L l4g.0
.707 170.08 165.00 160.26 155.81 151.64 20 100 1k 10k 20k

® Registered to DUPONT de NEMOURS




