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» Chassis: Alu cast. 179 mm x 179 mm x 80 mm (depth).
» Magnet weight: 560 g.

» Magnet dimensions: 102mm diam. x 30 mm.

» Voicecoil: Nomex® former, 26 mm diam., 12.5 mm high.

» Emissive surface: Polyglass cone, straight profile,
with coaxial phase plug.

» Suspension : Foam, large half roll positive surround.

» Comment: Ideal for mid-size 2-way systems.

High resolution midrange.
As well as very robust bass-midrange.

Specifications © | |parameter|  Value Units
Rated power handling Fs 40.41 Hz
Nominal/Program (W) 50/75 Vas 0511 m3
Voice coil Qts 344
Diameter/Length (mm) 26/12.5 Qes .362
Nom./Miniimpedance (Q) | 8/7.2 Qms 6.8
DC resistance (Q) 6.7 Rcc 6.7 Q
Inductance (mH) 0.50 D 14 m
Former Nomex® Sd 0154 m?2 i B e
Layers 2 Cas | 364E-07 | mSN “On axis and 30° off axis frequency response
Wire Copper || Mas | 4259 kg/m¢ R ' :
Cone Polyglass Ras | 1590.51 Q.ac FOCAL 7 U 013 AMPL(dBr) us FREQ(Hz)
Surround Foam Cms | .0015365 m/N 120.00 Ao
Magnet Mms 0101 kg 110.00
Diameter (mm) 100 Rms .38 kg/s
Weight (g) 560 Ces | 21275 uF 100.00 Py
Flux density = B (T) 128 Les | 729 mH 56406 PN - = S S N
Gap height (mm) 6 Res 125.88 Q A //"’"/ t \
Sensitivity Bl 6.89 N/A 80.900 =
2.8V/1m (dB) 91.5 r 682.42 | ms-2A-1 20.000 MY
Net weight (kg) 1850 N 9 % ‘\
Xmax (mm) 325 No | 9154 |dBAW/m| [69-99° M
50.000
Vented cabinet: Vb (1) 40.000
Align. Rg:0Q 020 040 060 080Q 30008
4 24.15 25.53 26.95 28.41 29.89
5.7 34.41 36.38 38.41 40.48 42.60 20.000 T
8 4829 | 5106 | 5390 | 56.81 59.79 20 200 1k LIS 1.

Vented cabinet: F-3 (Hz) Mol
Align. Rg: 00 020 040 060 080 el R

Imbedance ‘h)a‘gnitude and phase versus frequency

4 58.79 5717 55.64 54.20 52.83 FOCAL 7 U 013 AMPL(U) & PHASE(deg) us FREQ(Hz)
5.7 49.25 47.89 46.61 45.40 44.26 3 90.00
8 41.57 40.42 39.34 38.32 37.36 Ap .
. |— H67.50
Vented cabinet: Fb (Hz) : Vi
Rg: 0Q 02Q 040 060 080 : '{ rﬁ\ 45.00
Fb 45.85 44.59 43.40 42.27 41.21 // {f
. H 22 .50
Sealed cabinet: Vb (1) \\ ~ §e
Damping | Rg:00Q 020 040 060 | 08Q - AT Ho.o
5 4578 | 5108 | 5704 | 6397 | 7204 L ]
577 28.10 30.69 33.51 36.62 40.04 0.1 = oo 5
707 15.81 17.02 18.31 19.68 21.14 ] ] A
] M~ _
Sealed cabinet: F-3 (Hz) / 1
Damping Rg:0Q 02Q 04Q 060Q 08Q / —67.5
5 91.34 88.83 86.45 84.21 82.09
577 | 8636 | 8399 | 8174 | 7962 | 77.62 ok oo
.707 83.14 80.85 78.69 76.65 74.72 20 100 1k 10k 20k
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