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© 8V 412 - BASS-MIDRANGE
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» Chassis: Alu cast. 210 mm x 210 mm x 87 mm (depth).
» Magnet weight: 560 g.
» Magnet dimensions: 102 mm diam. x 30 mm.

» Voice coil : Kapton® former, 40 mm diam. x 13.8 mm high.
Edgewound copper flat wire.

» Emissive surface : Polyglass cone, semi exponential profile.
» Suspension : Large Neoprene positive half roll.

» Comment: Excellent choice for a quality 2-way systems.
Can be used in closed (around 251.) or bass-reflex
(about 451.) enclosures.

Specifications : |Parameter Value Units
Rated power handling Fs 29.79 Hz
Nominal/Program (W) 90/125 Vas 0888 m3
Voice coil Qts .306
Diameter/Length (mm) 40/13.8 Qes 35
Nom./Miniimpedance (Q) 8/6.7 Qms 2.469
DC resistance (Q) 58 Rce 5.82 Q
Inductance (mH) 065 D .168 m
Former Kapton® Sd 0222 m?2 - .
Layers 1 Cas | 6.32E-07 | m&/N On axis and 30° off axis frequency response
Wire Copper || Mas | 45.16 kg/m* o ) ‘ '
Cone Polyglass Ras | 3423.65 Q.ac FOCAL 8 U 412 AMPL(dBr) us FREQ(Hz)
Surround Rubber || Cms | .0012866 m/N 1z0.00 ' Ao
Magnet Mms 0222 kg 110.00
Diameter (mm) 100 Rms 1.68 kg/s
Weight (g) 552 Ces 321 WF 100.00
Flux density = B (T) 106 || Les | 8894 | mH 96,000 Lo il L] .
Gap height (mm) 6 Res 41.09 Q v;%’“ N
Sensitivity Bl 8.31 N/A 80:600
28V/1m (dB) 895 r | 37468 |ms-2A-"| |+0.000
Net weight (kg) 1.950 N 65 % \\/\
Xmax (mm) 39 No | 9011 |dBAwW/m| |8©-9%° {1
50.000 C M \/\V
Vented cabinet: Vb (I) 40.000
Align. Rg: 0Q 020 04Q 060 080 30.000
4 33.38 35.41 37.48 39.59 41.75
5.7 47.56 50.46 53.41 56.42 59.49 20.000
8 66.76 | 7082 | 7496 | 7919 | 8350 20 100 Lk 10k 20k
Vented cabinet: F-3 (Hz) . Impedance magnitude and phase versus frequency
Align. Rg:0Q 020 040 060 080 ) I : . ma i
4 4859 | 4718 | 4585 | 4461 4345 FOCAL 8 U 412 AMPL(U) & PHASE(deg) us FREQ(Hz)
5.7 40.70 39.52 38.41 37.37 36.40 3 - 90.00
8 3436 | 3336 | 3242 | 3155 | 30.72 g
He7.50
Vented cabinet: Fb (Hz) N
Rg:0Q 02Q 04Q 060 0.8Q 7 45 .00
Fb 37.90 35.80 35.77 34.80 33.89 1
Sealea cabinet: Vb (1) 7 [7\ BN pest S
Damping Rg:0Q 02Q 04Q 06Q 08Q / 1 lHo.o
5 53.48 58.89 64.86 71.46 78.79 I~ <l
577 3492 | 37.95 | 4121 | 4470 | 4845 M — H-22.5
707 20.56 2212 23.76 25.49 27.30 /
L7 A -45.0
Sealed cabinet: F-3 (Hz)
Damping Rg: 0Q 02Q 04Q 06Q 080 -67.5
5 75.50 73.30 71.25 69.32 67.51
577 7138 | 69.31 67.36 | 6554 | 63.83 16m 96.0
.707 68.72 66.72 64.85 63.09 61.44 20 100 1k 16k 20k
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