8V 412DB - WOOFER

» Chassis: Alu cast. 210mm x 210 mm x 87 mm (depth).
» Magnet weight: 560 g.
» Magnet dimensions: 102mm diam. x 30 mm.

» Voice coil : Kapton® former, 40 mm diam. x 11.5 mm high.
Dual voice coil with edgewound copper flat wite

(a FOCAL specialty).
> Emissive surface : Polyglass cone, semi exponential profile.
» Suspension: Large Neoprene positive half roll.

» Comment : Ideal for small bass units (about 251.)
with two small satellites in three pieces systems.

Specifications " ||parameter|  Value | . Units
Rated power handling Fs 30.73 Hz
Nominal/Program (W) 100/150 Vas 0834 m3
Voice coil Qts | .188
Diameter/Length (mm) 40/11 Qes 205
Nom./Miniimpedance (Q) 4/31 Qms | 2373
DC resistance (Q) 26 Rcc 26 Q
Inductance (mH) 0.55 D | .168 m
Former Kapton® Sd 0222 m?2 . . N . — .
Layers 2 Cas | 594E-07 | mS/N On axis and 30° off axis frequency response i
Wire Copper || Mas | 45.16 kg/mé B o o ' ‘
Cone Polyglass Ras | 3674.57 Q.ac FOCAL 8 U 412 DB AMPL(dBr) us FREQ(Hz)
Surround Rubber || Cms | .0012085 m/N 120.00 Ao
Magnet Mms 0222 kg 110.00
Diameter (mm) 100 Rms 1.81 kg/s
Weight (g) 552 Ces | 40748 uF 100.00
Flux density = B (T) 082 || Les | 6582 | mH 00 080 T T I
Gap height (mm) 6 Res | 3016 Q A~
Sensitivity Bl | 738 N/A 80.000 4
28V/im (dB) 93 r | 33256 |[ms-2A-'| |70.000
Net weight (kg) 1.950 N 1.14 %
Xmax (mm) 25 No | 9257 |dB/wsim| [%°-°%° ‘ i
50.000 B N//-\
Vented cabinet: Vb (l) 40.000
Align. Rg:0Q 04Q 060 080 10 30.600
4 11.88 15.43 17.35 19.35 21.44
5.7 16.93 21.99 24.73 27.58 30.55 20.000 T
8 2376 | 3087 | 3470 | 3871 | 4288 6 109 1k 19k  Zok
Vented cabinet: F-3 (Hz) Impedance magnitude and phase versus frequency
Align. Rg:0Q 04Q 060 080 10 - PR A o - )
4 81.43 71.43 67.37 63.79 60.61 FOCAL 8 U 412 DB AMPL(U) & PHASE(deg) us FREQ(Hz)
5.7 68.21 59.84 56.44 53.44 50.77 3 3 96.00
8 5758 | 5051 | 4764 | 4511 | 4286 P
He67.50
Vented cabinet: Fb (Hz) 1 -
; Rg:0Q 040 06Q 080 10 7 45.00
Fb - 63.51 55.72 52.55 49.76 47.27 1 <
) Ji N\ H 22.50
Sealed cabinet: Vb (l) N [l
Damping Rg:0Q 04Q 06Q - 08Q 10 LA He.e
5 A 13.85 18.94 21.91 25.20 28.86 N //
577 999 | 1346 | 1544 | 1760 | 19.95 M == H-22.5
707 6.40 8.51 9.69 10.95 12.31 / L
/ -] H-45.0
Sealed cabinet: F-3 (Hz) L] ——
Damping Rg: 00 040 . 060 080 10 _67.5
5 126.52 110.99 104.68 99.12 94.17
577 119.62 104.94 98.98 93.72 89.04 10m -90.0
.707 115.15 101.02 95.28 90.21 85.71 20 100 1k 10k 20k
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