**TM025B3. Titanium IV. Housing 4 Ω**

- High-end in car 1" dome
  Easy to install with accessories for surface mount or flush mount
- High energy neodymium magnet
  (20 times ceramic magnet)
- 12 dB / Oct. Crossover available
  (see accessories)
- Pure titanium diaphragm - optimized profile IV
  Extended linear response - Direct radiating
- Compact overmoulded magnet system
  Inherently shielded
- Ferrofluid cooled voice coil
  (new generation - 250 cps)

**Sensitivity Mag - dB SPL/watt**

**Impedance Curve**

**RESPONSE CURVE:**
- 30° off-axis
- 60° off-axis

**Suggested Application**

<table>
<thead>
<tr>
<th>Crossover Frequency</th>
<th>Slope</th>
<th>Inductance</th>
<th>Capacitor</th>
<th>Power Handling</th>
</tr>
</thead>
<tbody>
<tr>
<td>Hz</td>
<td>dB / Oct.</td>
<td>mH</td>
<td>μF</td>
<td>W</td>
</tr>
<tr>
<td>4900</td>
<td>6</td>
<td>-</td>
<td>6,2</td>
<td>50</td>
</tr>
<tr>
<td>2800</td>
<td>12</td>
<td>0,27</td>
<td>12</td>
<td>70</td>
</tr>
</tbody>
</table>