TM025. Round. Textile 4Ω
25 mm

- Extremely high-efficiency (96 dB - 2,83 V - 1m)
- High energy dual neodymium magnet
- Compact design for small high end systems, home theater, center channel, surround sound
- Smooth response face plate profile
- Critically damped catenary soft dome PE laminate
- Ultra light copper clad aluminium wire voice coil with braided wires
- Compact overmoulded magnet system - inherently shielded

All dimensions in mm

Response Curve

- Sensitivity: Mag dB SPL/watt (2.83 V - 1 m) = (0.10 oct)(mg)
- Impedance Curve

Waterfall

Suggested Application

<table>
<thead>
<tr>
<th>Crossover Frequency</th>
<th>Slope</th>
<th>Inductance</th>
<th>Capacitor</th>
<th>Power Handling</th>
</tr>
</thead>
<tbody>
<tr>
<td>Hz</td>
<td>dB/Oct.</td>
<td>mH</td>
<td>mF</td>
<td>W</td>
</tr>
<tr>
<td>5850</td>
<td>6</td>
<td>-</td>
<td>6,8</td>
<td>50</td>
</tr>
<tr>
<td>3900</td>
<td>12</td>
<td>0,20</td>
<td>18,2</td>
<td>60</td>
</tr>
</tbody>
</table>