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SOPHISTICATED
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TECHNICAL DATA
25DTF200C
Nominal Diameter 110 mm Voice-Coil Diameter 25 mm
Frequency-Range 2000-22000 Hz Voice-Coil Winding-Height 3 mm
Impedance z 80 Voice-Coil Former Material Alu
DC-Resistance Re 6 Q Flux-Density 177
Resonant Frequency Fs 1500 Hz i Magnet-Size 72 mm
. Sensitivity 90 dB/W/m
Power Capacity, continuous 100 W#*
Power Capacity, 10 ms 250 W*
Diaphragm Material Silk Fabric
Coating yes
*via crossover
‘ FREQUENCY RESPONSE ; FFT 3D

The 25 mm (1”) dome 25DTF200C shows extra-
ordinarily wide frequency response with desti-
tution of distortion. For this purpose we supply
a fabric dome which is woven and coated ex-

tremely even. Ferrofiuid is used to increase Range: Log. Range: Lin e
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arme Wiedergabe. Erreicht wird dies durch Ver- I |- = == e e e
wendung einer extrem gleichméaBig gewebten e == — : = —
und beschichteten Tetilmembran. Zur Erhé- *V === i
hung der Belastbarkeit und Gldttung des Impe- 1o =t = 'i' , : ’ = =4
danzfrequenzganges wird die Schwingspule | s e e B e e o P ; = :
durch Ferrofiuid bedampft. R ety D Bt T P (il wk G

ETON DEUTSCHLAND - ELECTRO - ACOUSTIC - GMBH - Am Binnenfeld 1 - P.0. Box 1321 - D-2860 Osrerholz-Scharmbébk'- {WesrLGermany)
Tel 04791-2078/79 - Telefax 04791-2070 - Bank: Kreissparkasse Osterholz, Kto.-Nr. 214544 (BLZ 29152300) - Deutsche Bank Osterholz, Kto.-Nr. 5455332 (BLZ 290700 50)




