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Er stellt eine Alternative zum 7-300/A8/25 Hex dar. Auf der selben Technologie basierend, jedoch mit 
einer Kapton-Spule ausgestattet, verfügt er über ähnliche Klangeigenschaften. Seine Stärken liegen in 

der Wiedergabe von größeren Amplituden im Bassbereich. Die Wiedergabe im oberen 
Mitteltonbereich besitzt tendenziell einen weicheren Charakter. Mit einer nach vorne offenen 

Bauweise eignet sich dieses Chassis insbesondere für Konstruktionen mit dem Schwerpunkt „luftige“ 
und „offene“ Klangwiedergabe.

 This speaker offers an alternative to the 7-300/A8/25 Hex.  Based on the same technology, but 
equipped with a kapton voice coil, it provides similar sound characteristics.  Its strength can be 
found in the reproduction of large amplitudes in the bass range. The reproduction in the upper 

midrange tends to have a softer character.  With a front open construction this chassis is especially 
suited for all combinations with emphasis on “airy” and “open” sound reproduction.

8 W

0.67 kg/s

15.51 g

137 cm²

32 mm
Kapton

6.6 W

34 Hz

41 Hz

1.02 mm/N

5.68

0.32

0.29

41.4 dm³

Nennimpedanz / Nominal impedance

Gleichstromwiderstand / DC resistance

Resonanzfreq. 1W / Resonance freq. 1W

Resonanzfreq. TSP / Resonance freq. TSP

Nachg. der Aufhängung / Susp. compliance

Mechanische Güte / Mechanical Q

Elektrische Güte / Electrical Q

Gesamtgüte / Total Q

Äquivalentvol. / Equivalent air vol. of susp.

Mech. Widerstand / Mech. resistance

Ges. bewegte Masse / Total moving mass
(incl. Luftmasse)           (incl. air mass)

Effekt. Abstrahlfläche / Effect. piston area

Spulen-Ø / Voice coil diameter

Spulenträger / Voice coil former

Wickelbreite / Voice coil length

Nennbelastbarkeit / Nominal rated power

Frequenzbereich / Frequency range

Korbmaterial / Basket material

Membranmaterial / Cone material

Anzahl der Lagen / Voice coil layers

Spulen- Induktivität / Voice coil inductance

Magnetische Induktion / Flux density

Kraftfaktor / Force factor

Polplattenhöhe / Height of the gap

Magnetring-Ø / Diameter of magnet

Magnetringhöhe / Height of magnet

Lautsprechergewicht / Weight of speaker

Mittl. Kernschalldruck / Characteristic SPL
SPL 1Watt / 1m              1 Watt / 1m

17 mm

1

0.88 mH

1.0 Tesla

9.11 Tm

8 mm

102 mm

22 mm

1.9 kg

89 dB

80 W

50 - 3000 Hz

Aluminium diecast

Hexacone
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Klirr faktor
Distortion

Impedanz
Impedance
Impedanz
Impedance

Frequenzgang
Frequency response

Dimensions in mm

0° 15° 30°

1 W

7-302/C8/32 HexSymphonySymphony

Maße
Dimensions

1
7

5

1
5

2
1

0
3

6

6x ø5,2 / ø165

80

K2

K2K3

K3

SPL 1 W / 1m


