
Nom. pwr handling 150 W
Max. pwr handling 200 W
Sensitivity 90.5 dB
Cone “W”
Surround Rubber
Nom. impedance     8 Ω
DC resistance 5.1 Ω
VC diameter 40 mm
VC height 22 mm
Former Kapton
Layers 2
Wire Copper
Inductance 1.48 mH
Xmax 8 mm 
Magnet d x h 134 x 20
Magnet weight 1160 g
Flux density 1.25 T
Gap height 6 mm 
Net weight 3.7 kg 

Fs 37.70 Hz
Vas          66.75 l
Qts 0.441
Qes 0.470
Qms 7.190
Re            5.31 Ω
Sd 359.68 Cm2

Cas 4.75 E-07 m5/N
Mas 37.50 Kg/m4

Ras 1235.35 Ω.ac
Cms 3.67E-04 m/N
Mms 48.51 g
Rms          1.598 kg/s
Ces 373.66 mF
Les 47.70 mH
Res 81.23 Ω
Bl 11.39 N/A
SPL 91.89 dB/w/m

PARAMETERS

Audiophile series
10” “W” Cone bass

SPECIFICATIONS

MECHANICAL DRAWING

FREQUENCY RESPONSE / IMPEDANCE
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SIMULATION

Sealed                                        
Qcb = .71

Sealed                 
Qcb = .59    

Vented                1.69          42.0            4.00              8.07 

Vented                 3.54          30.3           4.00              5.10

Vb       F3 Vent Ø Vent L
CFt Hz in in

1.69

Load

3.59 57.6

55.9

FOCAL  10 W 6452 

Long throw bass  uni t
Exceptional dynamics & tonal quality
“W” cone,  sandwich
Ideal  for  3-way des igns (600 Hz)


