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Specifi cations
Nominal power

Maximum power

Sensitivity

Cone

Surround

Nom. impedance

DC resistance

VC diameter

VC height

Former

Layers

Wire

Inductance

Xmax

Magnet d x h

Magnet weight

Flux density

Gap height

Net weight

Parameters

Mechanical Drawing

Frequency Response / Impedance
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6 V 3211 B
6-1/2’’ Polyglass® woofer-midrange

! Thick zamak alloy metal cast frame
! Straight profi le Polyglass® cone, rubber surround
! Edgewound fl at copper wire 25mm voice coil, black aluminium former
! Effi ciency: 88.5dB
! Very practical for 15l vented systems 

100

95

90

85

80

75

70

65

60

55

50

dB SPL

55

50

45

40

35

30

25

20

15

10

5

Ohms

60 W

80 W

87.94 dB

Polyglass®

rubber

6 ohms

6.5 ohms

25 mm 3.88 in

12.4 mm 0.49 in

aluminium

2

copper

0.56 mH

3.2 mm 0.13 in

85 x 18 mm 3.35 x 0.70 in

361 g 0.80 Ib

1.15 T

6 mm 0.24 in

2 kg 4.41 Ib

60.4 Hz

14 I 854.3 in3

0.53

0.66

2.74

6.5 ohms

132.7 Cm2 20.6 in2

995E-10 m5/N

69.9 kg/m4

9677.5 ohms.ac

0565E-6 m/N

12.32 g 0.027 Ib

1.70 g/s

267.8 mF

26 mH

27 ohms

6.78 N/A

88.5 dB/W/m

Suggested application
Load V (I) Fb (Hz) F-3 (Hz) QI

Vented 14 52.1 57.6 7
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