10” WOOFER M26WR-09-08

SPECIAL FEATURES: 271402 .
@ NEW LONG STROKE, LOW REFLEXION, e 1 .
MAGNESIUM BASKET J‘ . 7 .
[ [
& VERY STIFF CONICAL PAPER CONE 35
& LOW DAMPING RUBBER SURROUND
® MAGNET SYSTEM WITH 2" V. C. AND
LARGE VENT
® OPTIMIZED FOR BASS REFLEX
NOMINAL IMPEDANCE 890
NOMINAL POWER (IEC 268-5) 130 W
MUSIC POWER (DIN 45500) 160 W
FREQUENCY RANGE 26-1000 Hz
SENSITIVITY (1W, 1m) 88,5 dB
EFFECTIVE CONE AREA 337 cm®
VOICE COIL RESISTANCE 59 Q
VOICE COIL INDUCTANCE 1,8 mH
OPERATING POWER 56 W
VOICE COIL DIAMETER 50 mm
VOICE COIL HEIGHT 21 mm
AlR GAP HEIGHT 8 mm
FREE AIR RESOMNANCE 26 Hz
MOVING MASS (incl. air) 45 g
FORCE FACTOR,Bx L 11 Txm
MAGNET WEIGHT (37.40z) 1062 g
Qms 2,82
Qes 0,36
Qs 0,32
Vas 130 Ir
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