AUDIOM 7K - MIDRANGE

» Chassis: Alu cast. 179mm x 179 mm x 84 mm (depth).
» Magnet weight: 1150 g.
» Magnet dimensions : 135 mm diam. x 34 mm.

» Voice coil : Kapton® former, 40 mm diam.
Edgewound alu flat wire.

» Emissive surface : Polykevlar K2 sandwich cone
with coaxial phase plug, exponential profile.
Latex coating front and back.

» Suspension: Multi pleats Latex-coated surround.

» Comment: Superb transient response. Exceptional linearity.
Very high efficiency. An absolute best.

Specifications Parameter Value Units
Rated power handling Fs 119.91 Hz
Nominal/Program (W) 70/185 Vas 0092 m3
Voice coil Qts 396
Diameter/Length (mm) 40/6.5 Qes 414
Nom./Miniimpedance (Q) |  8/7.1 Qms 9.115
DC resistance (Q) 6 Rce 6 Q
Inductance (mH) 0.2 D 145 m
Former Kapton® Sd 0165 m?2 . ) ' .
Layers 1 Cas | 66E-08 | mS/N On axis and 30° off axis frequency response
Wire Aluminium || Mas | 26.87 kg/m#4 '
Cone Polykevlar || Ras 22212 Q.ac FOCAL AUDIOM ? K AMPL (dBr) us FREQ(Hz)
Surround Coated fabric| | Cms | 0002404 | m/N 120.00 1 Ao
Magnet Mms 0073 kg 110.00
Diameter (mm) 135 Rms 61 kg/s
Weight (g? 1132 Ces | 9164 uF 100.00 AR \V\/\
Flux density = B (T) 152 Les | 1922 mH 96.000 |~ N
Gap height (mm) 6 Res | 13202 Q Bei N
Sensitivity Bl | 8% N/A 06.800 » A
2.8V/1m (dB) 9 r 122032 | ms-2A-1 20.000 /]
Net weight (kg) 3.800 N 3.69 %
Xmax (mm) 123 No | 9768 |dB/wsim| [®°-°%°
50.000 "
Vented cabinet: Vb (I) 40.000
Align. Rg:0Q 020 04Q 060 080 30.000
4 5.77 6.14 6.53 6.92 7.33
5.7 8.22 8.76 9.30 9.87 10.44 20.000
8 1154 | 1229 | 1306 | 13.85 | 14.66 20 199 1k 19k 20k
Vented cabinet: F-3 (Hz) - Impedance magnitude and phase versus frequency
Align. Rg:0Q 02Q 04Q 06Q 08Q : h o - ‘ '
4 15140 | 14672 | 14235 | 138.23 | 134.36 FOCAL AUDIOM ? K AMPL(U) & PHASE(deg) us FREQ(Hz)
5.7 126.83 122.91 119.24 115.80 112.55 3 e 90.00
8 107.05 103.75 100.65 97.74 95.01 P
H67.50
Vented cabinet: Fb (Hz) 1 ,ﬂf\ °
Rg:0Q 020 040 060 080 {;’ }al s 45.00
Fb 11809 | 11445 | 111.03 | 107.82 | 104.80 ! H\ -
A \ H2z.50
Sealed cabinet: Vb (I) \ N
Damping Rg: 0Q 02Q 04Q - 06Q 0.8Q § |1 lle.o
5 15.49 18.50 22.48 27.97 36.01 ‘\/—\ AT
577 8.19 9.26 10.49 11.95 13.69 ©.1 1 _22.5
707 4.21 4.61 5.06 5.55 6.09 §
] H-45.0
Sealed cabinet: F-3 (Hz) /
Damping | Rg:0Q 020 040 060 080 N —67.5
5 23524 | 227.98 | 22117 | 214.78 | 208.76
577 22242 | 21555 | 209.12 | 203.08 | 197.39 10m 299.0
.707 214.11 207.50 201.31 195.49 190.01 20 100 1k . 10k 20k
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