T90 Ti02 - TWEETER

» Overall dimensions: 92mm x 92mm x 27 mm (depth).
» Magnet weight: 250g.
» Magnet dimensions: 72mm diam. x 22 mm,

» Voice coil: Alu former, 20 mm diam.

» Emissive surface: 30 mm diam. inverted Tioxid dome
(pure Titanium + 7 microns Ti dioxide-based coating).

» Suspension: Supronyl, positive half roll profile.

Specifications On axis and 30° off axis frequency response
Rated power hand"ng FOCAL T 90 TiO2 AMPL(dBr) vs FREQ(Hz)
Nominal/Program (W) 12/75 120.00 —
Voice coil 110.60
Diameter/Length (mm) 20/2 SR,
Nom./Mini imped . R
om./Mini impedance (Q) 8/6.5 SRR i MO‘INN\__/-VA
DC resistance (Q) 5.8 1 \
Inductance (mH) 0.08 ge.pee
Former Aluminium 70.000
Layers 2 60 .000 =
. /
Wire Copper 50.000 7
Cone Tioxid
40 .000
Surround Supronyl
Magnel 30.000
Diameter (mm) 72 20.000
20 100 1k 10k 30k
Weight (g) 240
Flux density = B (T) 1.45 Impedance magnitude and phase versus frequency
Gap height (mm) 3
Sensitivity FOCAL T 90 TiO2 AMPL(U) & PHASE(deg) us FREQ(Hz)
28V/1m (dB) 925 ? a7 00
Net weight (kg) 0.600 H67.50
Xmax (mm) — 1
— 45.00
Parameter Value M 22.50
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Qts 0.695 e ) ———1{-22.5
7 —
Qes 0.854
H -45.0
Qms 3.739
Rcce (Q) 5.8 -67.5
Zmax (Q) 31.18 on w00
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